ROLBA/Stewart & Stevenson stands for
safety, performance and versatility
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The Rolba/S&S RSS-1000 Cab Over Plow removal. And the RSS-1000 Cab Over is
unit is a 3000 T/H capacily, single engine exceptionally maneuverable due to its overall
performer. The carrier is hydrostatically driven  welght and size, offering users an excellent
with a mechanically driven blower head run performance-to-weight ratlo.
through a 4-speed Allison automatic trans- The RSS-1000 Cab Over is yet another
mission. This effectively engineered drive example of Rolba/S&5's commitment to ad-
system provides the Rolba/S&S RSS-1000 vanced engineering of power equipment that
Cab Over Plow with maximum horsepower delivers high performance and maximum
utilization for the demanding task of snow customer satisfaction.

ROLBA RS5-1000 CAB OVER PLOW TECHNICAL SPECIFICATIONS

PERFORMANCE DATA DIMENSIONS /'WEIGHT CARRIER VEHICLE DRIVE
Clearing Capacity 3000 TT'H Lenglh 272 Inches I iydrostatic over Powershill 2-Speed
Clearing Width Width Drophox
Wi Sldowdngs 10200 inches W Sickewings 102.00 Inches CUTTER,/IMPELLER DRIVE
Sidewings Closed 11060 Ihches Sidewings Closed 1 LOLE) imehies I R A
Sidewings Open 14442 inches Sidewings Open 148,42 inches R:; Ipon.HE: £23ER 4-Sipe :Enc Sl
Clearing Helght Height LA CUTYER/TMESLIAS ELOWHISAL
Flowhead Lowered G000 inches Plowhead Lowered 114.75 Inches Diameter Cutting Rotors 43 inches
Mowhead Lifted (max]  78.74 inches Tlowhead Lifted 13275 inches Dlﬂlﬂf;‘-?i' II-E_IJFE“E'I' o ; !-:16 I_fﬂﬂhﬂ
Casting Distances 25140 feel Weight lata Iiting: ISR right ol pentee
By EVI2 20,115 Ibs. Lifting Helght 18 Inches
Clearing Speed -ﬁ'mi-ﬂ M::_: Series G0 20917 Ibs. Iwn Pressurs 344 inches
o e M M Wheel Base 10250 inches OPTIONS
ENGINE Track 7550 loches 4 Wheel Steerin Caster Wheels
Detroit 6V22 "DDEC” 300 HE  Standard = Tire Chalns B Side Wings
Dedroit Series 60 “DDEC" Optional ~ FUBL '
Capacity of Fuel Tank 110 gullons
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